FAGE: 1 PRINT DATE: DE/20/97

FAILURE MODES EFFECTS ANALYSIS (FMEA) — NOKR-CIL HARDWARE
NUMBER:03-60-200501 -X

SUBSYSTEM NAME: EPDEC-GUIDANCE, NAVIGATION, & CONTROL (05-1)

REVIGION: 1 017/22/56
PART DATA
PART NAME FPART HUMEER
YENDOR NAME VENDQR NUMBER
LRU FWD PCA 3 WO70-763360

ERU :DICDE - JANTXAN1204RA

EXTENDED DESCRIPTION OF PART UNDER ANALYSIS:
DICDE 12 AMPS

REFERENCE DESIGNATORS: B3VTEA24CR2ZT

BIVTEAZ4CR2S
S/CAZ4CR2D
B2V7BAZ4CRIT

QUANTITY QOF LIKE ITEMS: 4

FOUR

FUNCTION:

PERMITS CONDUCTION AND PROVIDES MAIN BUE ISQLATICN OF ELECTRICAL
CURRENT FROM MAIN BUS AE & C RPC'S TO ACCELEROMETER ASSYSNO. 38 4
SINGLE INFUT FOWER SUFPFLY.
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FAILURE MODES EFFECTS ANALYSIE FMEA — NON-CIL FAILURE MDDE
NUMBER: 0E-£0-200501.02

REVISIONY: 2 0620787
SUBSYSTEM NAME: EPDEC-GUIDANCE, NAVIGATION, & CONTROL (05-1)
LRL: F\WD PCA 3 . CRITICALITY OF THIS
ITEM NAME: DIODE FAILURE MODE: 1R3

FAILURE MODE:
SHORT {ELECTRICAL, END TO END).

MISS[ON PHASE: LD UFT-OFF
0 DE-ORBIT

VEHICLE/PAYLOAD/KIT EFFECTIVITY: 162 CoLUMBLA
103 DISCOVERY
104 ATLANTIS
105 - ENDEAVOUR

CAUSE:
CONTAMINATION, THERMAL STREGE, VIBRATION, MECHANICAL STRESS, ELECTRICAL

STRESS, PROCESESING ANOMALY.

CRITICALITY 1/ DURING INTACT ABORT OMNLY? MO

REDUNDANCY SCREEN &) PASE

B) NiA
C) PASS
PASSIFAIL RATIONALE:
A
B)

B SCREEN NOT APPLICABLE BECAUSE POWER PATH TO AA'S 15 REDUNDANT. LOSS GF
ANY OF THE FOUR AA'S 15 READILY APPARENT DURING FLIGHT USE. -

&)

CORRECTING ACTION: NOME

CORRECTING ACTION DESCRIPTION:

nRAN-12 03
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FAILURE MODES EFFECTS ANALYSIS (FMEA) — NON-CIL FAILURE MODE
NUMBER: 05-60-200501-02

= FAILURE EFFECTS -

{A) SUBSYSTEM:
LOES OF MAIN BUS ISDLATION.

(B) INTERFACING SUBSYSTEM(S):
NO EFFECT. AA STILL HAS POWER,

(C) MISSION:
K< EFFECT.

(D} CREW, VEHICLE, AND ELEMENT(S):
NO EFFECT, FIRST FAILURE. FOR THE SECOND FAILURE (LOSS OF MAIN BUS, CAUSES
RPC OF REDUNDANT PATH TO TRIP OFF CAUSING LOSS OF TWO OF FOUR AA'S),
HEDUNDANCY MANAGEMENT (BM) WILL IDENTIFY AND RECONFIGURE AS REQUIRED,
THE THIRD FAILURE (LOSS OF A THIRD AA) RESULTS IN LOSE OF VEHICLE AS RM
CAMMOT TOLERATE THIS CONDITION.

(E) FUNCTIONAL CRITICALITY EFFECTS:
CRITICALITY 1R BECAUSE OF PQSSIBLE LOSS OF CREW/WVEHICLE DUE TO LOSS OF
VEHIGLE GONTROL CAUSED BY LOSS OF ACCELERATION FEELBACK INFORMATION.

= APPROVALS -

EDITORIALLY APPROVED . RI T 5725,
ERITORIALLY APPROVED ; JBC : FrEuET
TECHNIGAL APPROWVAL : APPROVAL FORM : 96-CIL-022_05-80




